CHIMNEY: MASONRY FACE

AND EXPOSED LINER FLUE

T
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— TUCKPOINT ALL EXTERIOR BRICK
ACCORDING TO DETAIL 6/11 AND
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CHIMNEY: MASONRY FACE
BRICK WITH CONCRETE CAP
AND EXPOSED LINER FLUE

GROUND _SURFACE - PROVIDE

CONCRETE SPLASH BLOCK

REPLACED - SEE 4/11 TN

STEEL FIRE ESCAPE TO BE
PAINTED
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| SPECIAL PROVISIONS
APPLY TWQ COATS OF MASONRY SEALER TO
ALL EXPOSED BRICK - ENTIRE BUILDING
_ | FIRST FLOR

10070

NEW DOWNSPOUT TO
GROUND SURFACE - PROVIDE
CONCRETE SPLASH BLOCK

{—— APPLY TWD COATS OF MASONRY SEALER TO
ALL EXPOSED BRICK - ENTIRE BUILDING

N— BRICK TO BE REMOVED.
REINSTALLED. AND/OR REPLACED

TUCKPOINT ALL EXTERIOR BRICK
ACCORDING TO DETAIL 6/11 AND
SPECIAL PROVISIONS

FIRST FLOOR
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EXISTING CHIMNEY

MASONRY FACE BRICK REPAIR

: MASONRY CLEANING AND TUCKPOINTING

BILL OF MATERTALS

ITEMS

UNIT

TOTAL

MASONRY FACE BRICK REPAIR

SF

60

MASONRY CLEANING AND TUCKPOINTING

SF

4,265

MASONRY SEALER

SF

44265

MODIF [CATION AND PAINTING OF FIRE ESCAPE

LS

NOTES: BILL OF MATERIALS IS COMBINED FOR SHEETS 7 AND 8.
ROOF DRAIN COLLECTION NETWORK (GUTTER AND DS) QUANTITY SHOWN ON ROOF PLAN

—
DESIGNED - LOF

-
REVISED

DRAWN - BRK

REVISED

<2 HANSON.

CHECKED - EJM

REVISED

DEPARTMENT OF

Hanson Professional Services Inc.

APPROVED - GLC

REVISED

TRANSPORTATION

STATE OF ILLINOIS

F.AP.
RTE.

SECTION

o
COUNTY  |SHEETS |~ NO.

ELEVATIONS

2012-0451

WILL 1" I

Scale

CONTRACT NO. 60V3T

OF 11  SHEETS Station From Station To

[iLLinois | FED. AID PROJECT



